
Administrative
Report

J.3., File # PWC23-5724 Meeting Date: 3/27/2023

To: PUBLIC WORKS AND SUSTAINABILITY COMMISSION

From: DEPARTMENT OF PUBLIC WORKS

TITLE
DISCUSSION AND POSSIBLE ACTION REGARDING PROCEEDING WITH AN ALL WAY STOP
INSTALLATION AT THE INTERSECTION OF RINDGE LANE AND GRAHAM AVENUE

SUMMARY
In response to a request from residents, Staff has performed an analysis of all-way stop (“AWS”)
controls at the intersection of Graham Avenue and Rindge Lane. The subject intersection was
evaluated with respect to enhancing pedestrian and motorist safety. The engineering / safety
evaluation of the intersection yielded no significant safety concern that would be addressed with an
AWS control. Per the City’s AWS request policy, staff also sent a survey to nearby residents. About
78% of the residents surveyed were in favor of installation of an AWS. Therefore, this item is being
advanced based on the response to the resident survey exceeding the 66% threshold established in
the City’s AWS Request Policy. A map of surveyed residents and responses is included in the
attachments.

BACKGROUND
Staff received a petition in August 2022 requesting all-way stop controls at the intersection of Rindge
Lane and Graham Avenue.

Rindge Lane is classified as a local street and has a 25-mph residential prima facie speed limit.
Rindge Lane runs north-south. Stopping is prohibited on both sides of the street It is approximately
28 feet wide with one travel lane in each direction that are separated by a dashed yellow centerline.
There are all-way stop controls approximately 300 feet to the north of the subject intersection at
Robinson Street and all-way stop controls approximately 600 feet to the south at Curtis Lane, which
is two blocks to the south.

Graham Avenue is classified as a local street, has a 25-mph residential prima facie speed limit and
runs west-east with one travel lane in each direction. It is approximately 28 feet wide with parallel
parking allowed on the south side of the street and no stopping allowed on the north side. Graham
Avenue is stop controlled at the subject intersection. There are all-way stop controls approximately
600 feet to the west of the subject intersection at Blossom Lane and all-way stop controls
approximately 600 feet to the east at Vail Avenue.

Fronting development in the vicinity of the intersection is predominantly single family residential.
Lincoln Elementary School is approximately 650 north of the intersection. There are sidewalk, curb
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and gutter improvements on all legs.

Per current policy regarding resident requests for all-way stops, staff mailed a survey to 18
residences within 150-feet of the intersection proceeded to determine support for the request. To date
14 responses have been received, all supportive, which is a response rate of about 78%. The
response rate required to advance the issue is 66%, which has been met.

Staff also collected and analyzed reported traffic collision data from SWITRS. A review of the
available SWITRS crash data at this intersection during the five-year period revealed 0 reported
accidents between 1/1/2018 and 12/31/2022.  A copy of the report is included in the attachments.

DISCUSSION
The California Manual on Uniform Traffic Control Devices (CA MUTCD) provides guidance for the
installation of all-way stop controls. It suggests that all-way stop controls should be considered
when:

· Criteria A - Where traffic control signals are justified, the multi-way stop is an interim measure
that can be installed quickly to control traffic while arrangements are being made for the
installation of the traffic control signal.

· Criteria B - When there are five or more reported crashes in a 12-month period that are
susceptible to correction by a multi-way stop installation. Such crashes include right-turn and
left-turn collisions as well as right-angle collisions.

· Criteria C - Where the vehicular volume entering the intersection from the major street
approaches (total of both approaches) averages at least 300 vehicles per hour for any 8 hours
of an average day; and combined vehicular, pedestrian, and bicycle volume entering the
intersection from the minor street approaches (total of both approaches) averages at least 200
units per hour for the same 8 hours, with an average delay to minor-street vehicular traffic of at
least 30 seconds per vehicle during the highest hour. When the 85th-percentile approach
speed of the major-street traffic exceeds 40 mph, the minimum vehicular volume warrants may
be reduced to 70 percent of the above values.

· Criteria D - Where no single criterion is satisfied, but where Criteria B and C are all satisfied to
80 percent of the minimum values.

The CA MUTCD also provides other criteria that may be considered, including:

· The need to control left-turn conflicts;

· The need to control vehicle/pedestrian conflicts near locations that generate high pedestrian
volumes;

· Locations where a road user, after stopping, cannot see conflicting traffic and is not able to
negotiate the intersection unless conflicting cross traffic is also required to stop; and,

· An intersection of two residential neighborhood collector (through) streets of similar design
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· An intersection of two residential neighborhood collector (through) streets of similar design
and operating characteristics where all-way stop control would improve traffic operational
characteristics of the intersection.

Based on the above information, staff finds that Criteria A (interim measure prior to future traffic
signal) is not germane to this location. Staff finds the collision criteria (Criteria B) is not satisfied and
does not support an all-way stop control installation. Criteria C, and therefore D, could not be
evaluated due to lack of collection of speed and volume data. Staff visited the site to evaluate line of
sight limitations and nothing of consequence was noted. Therefore, staff does not recommend
installation of an all-way stop at the subject intersection. However, the policy for consideration of
AWS requests dictate that the request be advanced to the Public Works and Sustainability
Commission when the affirmative response rate of surveyed nearby residents exceeds 66%.

ALTERNATIVES AVAILABLE
1. Deny all-way stop control at the intersection of Rindge Lane and Graham Avenue. Requestor

has recourse to seek advancement by his District 5 Council Member.

2. Recommend staff advance consideration of AWS control at Rindge Lane and Graham Avenue
to the City Council based on resident response only.

3. Other actions as determined by the Public Works and Sustainability Commission

COORDINATION
Coordination of the safety evaluation and this report took place within the Public Works Department.

Prepared by:
Andy Winje, City Engineer

Submitted by:
Ted Semaan, Public Works Director

ATTACHMENTS

· Attachment 1 - Notification and Response Map

· Attachment 2 - Collision History Report
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